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FIGURE 1—~COLT® \\ o
GOVERNMENT MODEL® 380 AUTOMATIC JoL)

CAUTION: ALWAYS KEEP AND CARRY YOUR PISTOL EMPTY, WITH
THE HAMMER FORWARD EXCEPT WHEN YOU INTEND TO SHOOT, so
that your pistol cannot be fired when you do not mean to fire it.

ACAUTIOH: USE ONLY CLEAN, DRY ORIGINAL HIGH QUALITY COM.
MERCIALLY MANUFACTURED AMMUNITION IN GOOD CONDITION
which is appropriate to the callber of your pistol—see following table
and Section 3 Caution 14. And never carry the pistol with a round in the
chamber until ready to shoot.

BARREL
CHAMBERED FOR: SUITABLE AMMUNITION:

380 Cal. 380 Auto




SECTION 1 ' PRECAUTIONS

READ AND UNDERSTAND ALL THE FOLLOWING PRECAUTIONS BEFORE
REMOVING THIS FIREARM FROM ITS PACKAGE.

This Colt product is classified by the Alcohol, Tobacco and Firearms
Division of the Internal Revenue Service, U.S. Treasury Department, as
a firearm or dangerous weapon; it is, therefore, potentially lethal!

A WARNING: iF:-THIS: FIFIEAFIM?LS CABELESSLY rORr(lMBROPEﬁLY
HANDLED, tUNINT,ENGI"IONg ;B{SCHARG,E’:COULD:“F U
COUED.CAUSE INJURY; JE}AT‘I,_‘___,‘.RHDAM)\GEEI'@A.,PROPEHFINL_,_ =

A CAUTION: CAREFULLY READ THIS INSTRUCTION MANUAL WHICH
GIVES BASIC ADVICE ON THE PROPER HANDLING AND FUNCTION-
ING OF THIS COLT FIREARM PRIOR TO LOADING AND FIRING. How-
ever, your safety and the safety of others (including your family)
depends on your mature compliance with that advice, and your
adoption, development and constant employment of safe practices.

It unfamiliar with firearms, seek further advice through safe handling
courses run by your local gun clubs, NRA approved instructor, or
similar qualified organizations.
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NOTICE

Colt shall not be responsible for injury, death, or damage to property resulting
from either intentional or accidental discharge of this firearm, or from its
function when used for purposes or subjected to treatment for which it was
not designed. Colt will not honor claims involving this firearm which result
from careless or improper handling, unauthorized adjustment or parts
replacement, corrosion, neglect, or the use of wrong caliber ammunition,

or the use of ammunition other than original high quality commercially
manufactured ammunition in good condition, or any combination thereof.

Colt will not honor claims involving this firearm for any reason or cause when
such claims are made by the second or subsequent owner.

IMPORTANT

Before it left the factory this firearm was tesied, carefully inspected, and
packaged. Colt cannot control product handling after it leaves the factory;
therefore, please examine this firearm carefully at the time of purchase to
insure that it is unloaded and undamaged. The dealer will be pleased to
assist you in making this examination and endeavor to answer your further
questions.

This instruction manual shouid always accompany this firearm. When you
lend, give or sell this firearm, be sure this manual goes with it.

@ SAFETY DEPENDS ON YOU
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SECTION 2 MAIN FEATURES

The Government Model 380 Auto and Mustang are compact semi-
automatic pistols with many of the features time tested in the Government
Model 45. Features include a pivoted trigger, an integral front sight, a
redesigned barrel locking system and hammer stop, and a firing pin lock,
The Mustang is smaller with a shorter barrel and no barrel bushing. This
Safety and Instruction Manual applies to all Colt 380 pistols and to
variations of them shown in the table that follows:

Barrel Magazine
Plstol Type Length Finlashes Capacity Sights
Colt MK 1V/Series B0
Seml-Aulomalle Pisigls
Government Model ¥ Colt Blye, 7 rounds Fixed squara nolch rear,
380 Auto Stainless Steal Flxed blada front.
or Nickel Sight radius a%",
Govammanl Packatlite 3% Colt Blye 7 rounds As abova,
380 Auto
Mustang 2% As above. 6 rounds As above bul
JE0 Aute sight radius 334",
Muslang Plus Il 2% Colt Blue 7 rounds As above,
380 Aule or Slainlass Sten)
Mustang Pockettite 2%" Colt Blue 6 rounds As abova.

NOTE: These features may change, for example, with the introduction of a new
size pisto! or choice of finishes.
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SECTION 3 SAFETY INSTRUCTIONS

We want you to enjoy shooting your Colt pistol, but we want you to enjoy it
safely. You may be an experienced safe shooter already familiar with the
procedures in this insiruction manual, or you may never have handled a gun
before. Either way we urge you to READ THIS ENTIRE INSTRUCTION
MANUAL CAREFULLY. YOU MUST FOLLOW THE SAFETY
INSTRUCTIONS FOR YOUR SAFETY AND THE SAFETY OF OTHERS.
A.WK‘B.HING: When you squeeze the trigger, yoimustexpectithe.gun:to.
fire, and ‘you must take full résponisibility for firing-it.- Yoir care'can

avoid accidental discharge, and’you will thereby avoid:accidentalinjury
anddeath.’ .- “olLT e SEEAR L EhT

CAUTIONS:

A | GENERAL HANDLING CAUTIONS |

1. ALWAYS HANDLE YOUR PISTOL AS IF IT WERE LOADED so that
you never fire it accidentally when you think it is unloaded.

2. NEVER POINT YOUR PISTOL AT ANYTHING YOU DO NOT INTEND
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TO SHOOT so that if it fires accidentally, injury, death, or damage to
property will be prevented.

3. NEVER TAKE ANYONE'S WORD THAT A GUN {S UNLOADED: check
for yourself with fingers off the trigger and gun pointed in a safe
direction, so that you never fire the gun accidentally when you think it
is unloaded.

4, ALWAYS MAKE SURE YOUR PISTOL IS NOT LOADED AND SLIDE IS
LATCHED OPEN BEFORE LAYING IT DOWN, OR HANDING IT TO
ANOTHER PERSON, so that it cannot be fired when it is unsafe to do
$0.

3. ALWAYS KEEP AND CARRY YOUR PISTOL EMPTY, WITH THE
HAMMER FORWARD except when you intend to shoot, so that your
pistol cannot be fired when you do not mean to fire it.

6. ALWAYS BE AWARE OF POSSIBLE RISK FROM DROPPING YOUR
PISTOL. Some parts of the mechanism could be damaged. You may not
see the damage but if it is severe, the pistol may discharge and cause
injury, death, or damage to property. If your pistol has been dropped,
have it examined by a competent gunsmith before using it again.

@ SAFETY DEPENDS ON YOU



7. NEVER LEAVE PISTOL COCKED READY TO FIRE as this condition is
extremely dangerous, and pistol could easily be accidentally dis-
charged, causing injury, death, or damage to property.

8. NEVER LEAVE A LOADED PISTOL UNATTENDED. Someone, espe-
cially a child, may fire it and cause injury, death, or damage to property.

9. ALWAYS INSTRUCT CHILDREN TO RESPECT FIREARMS. [f you
teach your children to shoot, teach them or get them trained by a
qualified instructor to treat and use the pistol properly, and always
supervise them closely. Always stress safety so that your children will
not fire the pistol when it is unsafe to do so.

/\ [RANGE CAUTIONS |

10. ALWAYS BE SURE YOUR BACKSTOP IS ADEQUATE to stop and
contain bullets before beginning target practice so that you do not hit
anything outside the range shooting area. THINK! What will you HIT If
you MISS the target?

11. ALWAYS PUT A KNOWLEDGEABLE AND RESPONSIBLE PERSON
IN CHARGE TO MAINTAIN SAFETY CONTROL WHEN A GROUP IS
FIRING ON A RANGE. Obey his commands so that discipline is

malintained to reduce the likelihood of accidents.
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12. ALWAYS CARRY YOUR PISTOL EMPTY WITH SLIDE LATCHED
OPEN WHILE ON A RANGE until preparing to fire, keep it pointing
towards the backstop when loading, firing and unloading, to eliminate
the risk of injury, death, or damage to property.

Aﬁonnmc;umomme CAUTIONS |

13. ALWAYS BE SURE BARREL BORE, CHAMBER AND ACTION ARE
CLEAN AND CLEAR OF OBSTRUCTIONS. Clean a fouled pistol
immediately so that it will function correctly and safely.

14. ALWAYS USE ONLY CLEAN, DRY, ORIGINAL HIGH QUALITY COM-
MERCIALLY MANUFACTURED AMMUNITION IN GOOD CONDITION
WHICH IS APPROPRIATE TO THE CALIBER OF YOUR PISTOL.
(See inside cover). Gun and ammunition manufacturers design
their products within exacting engineering safety limits. Handloads
and remanufactured ammunition are sometimes outside those limits
and can be so unsafe as to biow up the chamber, slide and receiver
and cause injury, death, or damage to property.

AI SHOOTING CAUTIONS |
15. NEVER DRINK ALCOHOLIC BEVERAGES OR TAKE DRUGS BE-
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FORE OR DURING SHOOTING, as your vision, coordination and judg-
ment could be seriously impaired making your gun handling unsafe.

16. ALWAYS SEEK A DOCTOR'S ADVICE IF YOU ARE TAKING MEDI-
CATION, to be sure you are fit to shoot and handle your pistol safely.

17. ALWAYS WEAR AND ENCOURAGE OTHERS TO WEAR EAR
PROTECTION WHEN SHOOTING, especially on a range, Without ear
protection, the noise of even one shot from your pistol, and other
guns close to you, could leave a “ringing"” in the ears for some time
after firing, when the cumulative long term effect could be permanent
hearing loss.

18. ALWAYS WEAR AND ENCOURAGE OTHERS TO WEAR PROTEC-
TIVE SHOOTING GLASSES. Flying particles could damage eyes and
cause blindness; but protective shooting glasses should prevent such
injury.

19, ALWAYS KEEP THE SAFETY ON WHEN PISTOL IS LOADED AND
COCKED UNTIL YOU ARE READY TO FIRE. This will minimize risk of
an accidental discharge.

20. ALWAYS KEEP CLEAR AND KEEP OTHERS CLEAR OF THE EJEC-
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TION PORT. Spent cartridges are ejected with enough force to cause
injury. The ejection port must also be unobstructed by your hand to
insure safe ejection of live rounds. Never place fingers in ejection port;
they could be burned by hot metal or injured by the slide moving
forward.

21. NEVER SQUEEZE THE TRIGGER OR PUT YOUR FINGER IN THE
TRIGGER GUARD UNTIL YOU ARE AIMING AT A TARGET AND READY
TO SHOOT. This wlll prevent you from flring the plstol when It Is pointing
In an unsate direction.

22. ALWAYS BE ABSOLUTELY SURE OF YOUR TARGET AND THE AREA
BEHIND IT BEFORE YOU SQUEEZE THE TRIGGER. A bullet could travel
through or past your target up to 1%z miles. . . If in doubt, don't shoot,
THINK! What will you HIT if you MISS the target?

23. NEVER SHOOT AT A HARD SURFACE SUCH AS ROCK, OR A
LIQUID SURFACE SUCH AS WATER. A bullet may ricochet and travel in
any direction to strike you, or an object you cannot see, causing injury,
death, or damage to property.

24. NEVER DISCHARGE A FIREARM NEAR FLAMMABLE MATERIAL.
Flame and sparks erupt from the firearm when discharged. They could
start a fire or cause flammable liqulds and gasses to explode.
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25. NEVER FIRE YOUR PISTOL NEAR AN ANIMAL unless it Is tralned to
accept the noise; an anlmal’s startled reaction could Inure it or cause
an accident

26. NEVER INDULGE IN "HORSEPLAY” WHILE HOLDING YOUR PISTOL
as It may be accldentally discharged.

27. NEVER WALK, CLIMB OR FOLLOW A COMPANION WITH YOUR
PISTOL COCKED READY TO FIRE, out of Its holster, or with the hammer
In any positlon other than forward on an empty chamber, to eliminate
risk of accldental discharge. When hunting, hold your plstol so that you
can always control the direction of the muzzle.

/\ [ MALFUNCTION GAUTIONS |

28, FAILURE TO FIRE: ALWAYS HOLD THE PISTOL, KEEPING IT
POINTED TOWARD THE TARGET OR A SAFE OPEN AREA AND WAIT 30
SECONDS when the pistol fails to fire. It a hangfire (siow ignition) has
occurred, round will fire within 30 seconds. )f round does not fire, remove
magazine, eject round and examine primer; if firlng pin Indent or primer
is light, oft center, or non-existent, have the pisto! examined by a
competent gunsmith before firing agaln. If firing pin indent on primer
appears normal (In comparlson with simllar previously fired rounds)
assume faulty ammunltion; segregate misflred round from other live
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ammunition and empty cases, reload and carry on firing.

NOTE: Dispose of misfired rounds in accordance with ammunition
manufacturer’s instructions.

29. NEVER USE YOUR PISTOL IF IT FAILS TO FUNCTION PROPERLY,
AND NEVER FORCE A JAMMED ACTION, as around may explode causing
serious injury, possible death, or severe damage to your plstol.

/\ [CLEANING AND STORAGE CAUTIONS |

30. ALWAYS MAKE SURE YOUR PISTOL IS NOT LOADED BEFORE
CLEANING, STORING, TRAVELING, LAYING IT DOWN, OR HANDING IT
TO ANOTHER PERSON, so that it cannot be fired when it is unsate to
do so.

31. ALWAYS KEEP AND STORE YOUR PISTOL AND AMMUNITION IN
SEPARATE LOCKED RECEPTACLES OUT OF REACH AND SIGHT OF
CHILDREN AND UNTRAINED PEOPLE, to minimize the risk of pistol and
ammunition being easlly avallable for loading and firing.

@ SAFETY DEPENDS ON YOU



/\ [GUN ABUSE cAuTION ]

32. NEVER ABUSE YOUR PISTOL by using it for any purpose other than
shooting,

33. NEVER DRY FIRE THE PISTOL WHEN THE SLIDE IS REMOVED FROM
THE RECEIVER, and do not alter parts as the leve! of safety could be
reduced.

NOTE: Please note that we have chosen to use the word "SQUEEZE" in this
instruction manual instead of "PULL" or "“PRESS” when trigger movement is
described; this is simply o remind you of the need for a gentle squeezing
action to achieve accuracy,

SAFETY FEATURES

Colt MK 1V/Series 80 380 Auto semi-automatic pistols incorporate several
positive safety devices which, if properly employed, can minimize the danger
of accidental firing. These safety devices are described on the following
pages.

Trigger Guard

The Trigger Guard is a metal loop around the trigger to protect il from
damage and to help prevent accidental discharge. @
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Safety

The Safety is located on the ieft rear of the receiver just below the slide. The
Safety can be applied when the hammer is cocked with the slide either forward
or back. When the hammer is cocked and the Safety pushed up, an internal
cam surface blocks hammer movement without interfering with the sear mecha-
nism. When the Safety is down, the hammer is free to move 1o fire the pistol
when the trigger is squeezed.

To apply the Safety, point pistol in a safe direction and keep fingers outside the
trigger guard; with hammer fully cocked push the Safety up. {See Figure 2) To
release the Safety, push it down and the pistol is ready to fire.

HAMMER SPUR HAMMER
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Safety Stop on Hammer

The Safety Stop is a flat, shelf-like surface on lhe hammer which functions as
an automatic safety device. It will engage the sear in the unlikely event of
primary sear notch failure. This will prevent the hammer from falling fully
forward unintentionally and will insure against uncontrolled automatic fire. It also
prevents the hammer from striking the firing pin should your hand slip from the
slide or hammer while cocking the pistol, provided the hammer is rotaled pasi
the Safety Stop. It is located such that when the sear engages the Safely Stop,
the sear can be disengaged by squeezing the trigger to allow the hammer to fall
forward. The hammer will fall when you squeeze the lrigger. it falls because the
sear slides over the flat part of the safety stop to release the hammer. This is
intentionai but will not allow the pistol to fire_ It will not fire because the hammer
is already almost fuily forward when it is released from the sear. The Safety
Stop is not a manual safely and should not be engaged by hand.

CAUTION: ALWAYS POINT PISTOL IN A SAFE DIRECTION WHEN
SQUEEZING THE TRIGGER TO LOWER THE HAMMER. This will
avoid accidental injury in the unlikely event of pistol discharge,
but lowering the hammer in this way should be done only when
the chamber is empty.
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Disconnector

This safety device prevents a round being fired before it is in the chamber

wilh slide and barrel locked. When slide is not fully forward ke Disconneclor is
depressed: its lower part disengages the sear, sc thal the hammer cannot be
released if the trigger is squeezed. However, when slide and barrel are locked,
a spring pushes the Disconnector up inlo a recess in the slide; this links trigger
and sear so thal the pistol can be fired by squeezing the trigger.

ACAUTION: NEVER ATTEMPT TO CHECK OR DEMONSTRATE
THE DISCONNECTOR FUNCTION WITH A LOADED PISTOL.
Pushing on the muzzle with your hand or any other portion of
the body is extremely dangerous and could result in accidental
discharge causing injury, death, or damage to property.

Inertia Firing Pin

The Firing Pin, which is shorter than its housing, is held to the rear by a spring
and cannot protrude through face of slide unless a hammer blow overcomes lhe
spring force and the inerlia of the pin. This will occur when the hammer falls.
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Firing Pin Lock

The Firing Pin Lock engages the firing pin to prevent its movement until the
trigger is squeezed. Housed in the slide, the Firing Pin Lock is spring loaded
into engagement with the firing pin to prevent it striking lhe cartridge primer,
Squeezing the trigger disengages the Firing Pin Lock before the sear releases
the hammer to strike the firing pin and discharge the pistol. This safety device
minimizes the risk of accidental discharge through mishandling such as when a
loaded pistol is dropped or receives a blow to the muzzle.

ACAUTION: DO NOT CARRY YOUR PISTOL WITH THE HAMMER
DOWN ON A LIVE CARTRIDGE. To do s0 means you must lower
the hammer. To lower the hammer you must squeeze the trigger.
When you squeeze the trigger you disengage the firing pin lock.
This is not a safe condition. Instead, we urge you to follow the
instructions in this manual. When you do, you can enjoy the
safe use of your pistol.

IMPORTANT: These safety devices are designed and installed in this pislol to
prevent accidental discharge. Of course, this Colt pistol is designed primarily to
discharge bullets, and it will do this efficiently when it is loaded and you
squeeze the trigger. Always expec! the gun fo fire when you squeeze the

trigger. @
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SECTION 4 - D ~ FUNCTION

A Colt MK IV/Series B0 380 Auto semi-autematic pistol is ready to fire when
a loaded magazine is inserted into the pistol, the slide pulled back 1o cock
hammer, and released to trave! forward and feed a round from the magazine
intc the chamber. Final forward slide movement locks barrel and slide
together and deactivates the disconnector.

When the trigger is squeezed the ejector disengages the firing pin iock just
before the sear disengages from the hammer. The hammer pivots forward
under the force of the mainspring to strike the rear of the firing pin. The firing
pin is driven forward to strike the primer in base of the carfridge.

The energy imparted to the primer ignites it; the primer in turn ignites the
main powder charge which, in burning, rapidly generates extremely high gas
pressure to drive the bullet down the barrel. Rifing grooves in the barrel
impart stabilizing spin to the bullet so that it will follow a more accurate path
to the target when it leaves the muzzle.

Force rearward on the slide breech face starts slide and barrel on their
rearward travel; however, the slide unlocks from the barrel only after gas
pressure is reduced to a safe level. Rearward slide travel depresses the
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disconnector, carries spent cartridge rearward on exlractor until base of
cartridge is struck by ejector to propel it through ejection port.

Slide movement continues under momentum to fully cock the hammer. i last
round has been fired, the magazine follower will activate the slide stop lo hold
slide to rear, but if a round remains in magazine, the slide wili move forward to
feed and lock the next round in the chamber. The trigger must be released and
squeezed again to fire the next round.

AMMUNITION SELECTION

Colt firearms are designed to function with a variety of brands and types of
factory-manufactured ammunition in the appropriate caliber; but not all
ammunition produces the same result. Colt recommends that afier you read
and understand this manual, you go to the range and fire differenl ammunition
which is appropriale 1o the caliber of your firearm. Once you find the
ammunition which functions best, keep using it. Every time before loading
your pistol, examine the ammunition, particularly on and around the
primer. Look for dents, scratches and other signs of damage. Do not load
damaged ammunition.

Note: The use of enhanced or high performance ammunition will accelerale
wear in aluminum Pocketlite pistols.
SAFETY DEPENDS ON YQU



| LOADING |

CAUTION: TO MINIMIZE RISK OF UNINTENTIONAL DISCHARGE,
LOAD LIVE AMMUNITION INTO PISTOL ONLY WHEN YOU INTEND TO
SHOOT, AND THEN KEEP AN EMPTY CHAMBER UNDER THE
HAMMER.

A CAUTION: ALWAYS EXERCISE EXTREME CARE TO KEEP MUZZLE
POINTING IN A SAFE DIRECTION, WELL CLEAR OF YOUR BODY,
particularly when loading and unloading.

To Load A Magazlne:
A 1. CAUTION: READ SAFETY INSTRUCTIONS (Section 3).

2. Use only ammunition recommended inside front cover of this instruction
manual as suitable for your pistol. Examine the ammunition, particularly
on and around the primer. Look for dents, scratches, and other signs
of damage. Do not load damaged ammunition.
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3. With open end uppermost, grasp magazine in one hand, Place a round on
magazine follower with base just forward of retaining lips (see Figure 3).
Press round down and back until base of round touches rear flat edge of
magazine. Place next round on top of previous round and press down and
back. Repeat until magazine is loaded, but do NOT exceed its capacity. For
magazine capacity, see Section 2—Main Features.

ACAUTION: TO MINIMIZE RISK OF UNINTENTIONAL DISCHARGE,

LOAD LIVE AMMUNITION INTO PISTOL ONLY WHEN YOU ARE ABOUT
TO SHOOT.

MAGAZINE
FOLLOWER

N, RETAINING LIPS
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| To Load The Pistol: |

1. CAUTION: READ SAFETY INSTRUCTIONS (Section 3})—KEEP
PISTOL POINTING IN SAFE DIRECTION AND DO NOT TQUCH THE
TRIGGER. SERRATED

2. Remove magazine from pistol. FINGER GRIPS
Place your hand under magazine to
prevent it from falling. Press magazine
calch {located on left of pistol behind
trigger guard) to drop the magazine
out of the magazine welli.

{See Figure 4)
3. Hold pistol by stock with one hand. MAGAZINE
Keep other hand clear of ejection port CATCH

and grasp serrated finger grips on
toth sides of shide. Pull slide back
slightly and LOOK IN CHAMBER TO

ENSURE [T IS EMPTY; allow slide to MAGAZINE WELL

return forward. (If slide was fully 1o

rear, release cocked hammer by MAGAZINE

squeezing trigger after ensuring FIGURE 4—

chamber is empty.) MAGAZINE PARTIALLY INSERTED
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4. Insert loaded magazine into magazine well with buiiets pointing forward.
Push magazine fully "home" until magazine catch is heard to “click” locking
itin place.

IMPORTANT: Do not strike base of magazine to drive it home—just push it
firmly into pistol. Otherwise, you could damage rmagazine and injure your
hand.

5. When you are ready to shool, grip the slide as described in Step 3 and
pull it fully rearward to cock the hammer. Release slide to feed a round from
the magazine into the chamber. THE PISTOL (S NOW LOADED, COCKED
AND READY TO FIRE.

6. Apply Safety by pushing it up to prevent the hammer falling forward if
trigger is moved.

A CAUTION: NEVER LEAVE PISTOL COCKED AND READY TO FIRE (as
in Step 5) as this condition is extremely dangerous; pistol could easily
be accidentally discharged, causing injury, death, or damage to
property.
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CARRYING MODES

NOTE: This pisto! may be carried in any one of the following three modes
according to your needs:

Mode 1: — MAGAZINE EMPTY, CHAMBER EMPTY.
— Pistol cannot be discharged.
— Use Mode 1 for storage, transporting, cleaning, repair,
demonstrating and dry practice.
Mode 2: — MAGAZINE LOADED, CHAMBER EMPTY,
HAMMER DOWN.
— Pistol cannot be fired until slide is cycled and trigger
is squeezed.
— Use Mode 2 when CARRYING THE PISTOL
READY FOR USE.

Mode 3: — MAGAZINE LOADED, CHAMBER LOADED, HAMMER
COCKED, SAFETY ON.
— Pistol can be fired when slide lock safety is off and trigger is
squeezed.
— Use Mode 3 when you MUST BE PREPARED to use the pistol
IMMEDIATELY without warning.
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A WARNING: When yous"ﬁi‘:eezethetngger youmust expect theigunt to
fire,” and j/ou must take -resp nsibility-forifiringit: HCATe C:

angd. death o 1.*‘

CAUTION: ALWAYS UNLOAD YOUR PISTOL IMMEDIATELY AFTER
USE AND BEFORE CLEANING AND STORAGE to minimize the risk of
accidental discharge.

1. Be sure you are familiar with Safety Instructions in Section 3. Keep pistol
pointing in a safe direction, do not touch trigger and always keep
hands away from muzzle and ejection port.

2. Place hand under magazine to prevent it from falling and press
magazine catch to release and eject magazine.

NOTE: If slide is fully rearward, Step 3 does not apply.

3. Using serrated finger grips pull slide sharply rearward to extracl and eject
a round from the chamber. Keep your hands clear of the gjection port to
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allow round to eject without obstruction. Examine previously chambered
round for dents or other damage; if damaged, dispose of it as explained in
Paragraph 7.

4. CAUTION: KEEP PISTOL POINTING IN A SAFE DIRECTION WHILE
YOU LOOK IN THE CHAMBER TO ENSURE IT IS EMPTY AND SEE THAT
MAGAZINE HAS BEEN REMOVED.

5. Keep pistol pointing in a safe direction, aliow slide to return forward on
empty chamber and squeeze the trigger to allow hammer to fall forward. (If
slide is held to rear by the slide stop, pull slide back slightly, then release it.)

6. Remove remaining live rounds by sliding them forward out of the
magazine.

7. Collect undamaged live ammunition for safe storage and future use.
Collect spent cartridge cases for disposal. Segregate misfired and
damaged live ammunition for disposal according to ammunition
manufacturer’s instructions.
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FIRING

Before firing your Colt pistol, practice your stance, aim, rhythm and
breathing for steady aim with your pistol UNLOADED.

Practice firing on a range before going hunting or using your pistol for any
other type of shooting.

/\ cauTions:

1. ALWAYS WEAR AND ENCOURAGE OTHERS TO WEAR EAR PRO-
TECTION WHEN SHOOTING, especially on a range. Without ear
protection, the noise of just one round from your pistol, and other guns
close to you, could leave a “ringing” in your ears for some time after
firing, while the cumulative long term effect could be permanent
hearing loss.

2. ALWAYS WEAR AND ENCOURAGE OTHERS TO WEAR PROTEC-
TIVE SHOOTING GLASSES. Flying particles could damage eyes and
cause blindness; but protective shooting glasses should prevent such

injury.
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1. CAUTION: READ SAFETY INSTRUCTIONS (Section 3)—KEEP
PISTOL POINTING IN SAFE DIRECTION AND DO NOT TOUCH THE
TRIGGER.

2. Load pislol as previously
described.

3. Grasp pistol by stock and, keeping FRONT SIGHT

your finger outside the trigger guard,
take aim. Aim by aligning target with
front and rear sights. (See Figure 5).
After identifying your target and
seeing that it is clear to shoot, focus
on the front sight. Be sure you have a
safe backstop. THINK! What you will
HIT if you MISS the target.

4, Release the Safety by pressing it
down.

REAR
SIGHT

FIGURE 5—AIMING
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5. Keeping steady aim, place index finger on trigger and squeeze gently unti
hammer falls. Don't jerk the trigger as you will disturb your aim and spoil your
accuracy. To fire the second and subsequent rounds, all that is necessary is
to release the trigger and squeeze it again after every shot until you have
completed firing.

6. THIS IS A SEMI-AUTOMATIC PISTOL AND IS IMMEDIATELY LOADED
AND COCKED READY TO FIRE AGAIN AFTER EACH SHOT UNTIL THE
MAGAZINE IS EMPTY.

NOTE: This pistol can be fired without a magazine in place.

7. Release trigger, remove index finger from trigger, and apply the Safety by
pushing it up.

A CAUTION: IF PISTOL FAILS TO FIRE, HOLD IT, KEEPING IT POINTED
TOWARD THE TARGET OR SAFE OPEN AREA AND WAIT 30 SECONDS.
If a hangfire (slow ignition) has occurred, round will fire within 30
seconds. If round does not fire, remove magazine, eject round and
examine primer. If firing pin indent on primer is light, off center or non-
existent, have pistol examined by a competent gunsmith before firing
again. If firing pin on primer appears normal (in comparison with
similar previously fired rounds} assume faulty ammunition; segregate
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misfired round from other live ammunition and empty cases; reload
and carry on firing.

NOTE: Dispose of misfired rounds in accordance with the ammunition
manufacturer’s instructions.

A 8. CAUTION: KEEP PISTOL POINTING IN A SAFE DIRECTION. Unload
as previously described.

IMPORTANT: If you cock your pistol but do not fire it, apply the Safety until
ready to fire. If you lose the opportunity to fire, unload your pistol as
previously described. Remember, if a round is in the chamber there is a risk
of accidental discharge.

A CAUTION: NEVER LEAVE PISTOL COCKED READY TO FIRE as the fire
condition is extremely dangerous, and pistol could easily be acciden-
tally discharged causing injury, death, or damage to property.
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SECTIONS ' MAINTENANCE

Like any other precision mechanism, your pistol will function better, last
longer, and remain safer when it is properly maintained. Follow the advice
in this section to keep your pistol in peak condition. Keep your pistol
clean and properly lubricated to prolong its reliable life.

/\ cAUTIONS:

1. ENSURE THAT MAGAZINE IS REMOVED AND THE PISTOL IS NOT
LOADED BEFORE STRIPPING AND CLEANING, so that pisto! will not
fire,

2. WEAR SAFETY GLASSES in case you lose control of some spring
loaded component such as the recoil spring or plug which could injure
your eyes.

3. NEVER DRY FIRE THE PISTOL WHEN THE SLIDE IS REMOVED
FROM THE RECEIVER, and do not alter parts as the level of safety
could be reduced.

NOTE: Force is unnecessary and should never be used o strip or assemble
your pistol,
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STRIPPING FOR CLEANING

Differences between Models make it necessary to identify them separately in
the following procedure.

A = Government Model 380 Automatic , DISASSEMBLY NOTCH
and Government Pocketlite. ' Lo

B = Mustang, Mustang Plus Il and
Mustang Pocketlite.

1. (A & B} Ensure magazine is
removed and pistol is NOT loaded. Be
sure you are familiar with the Safety
Instructions in Section 3.

2. (A & B) Cock hammer by pulling
back on hammer spur.

3. (A & B) Pull slide to rear until lug
on slide stop is opposite disassembly

notch. {See Figure 6) Push rounded / SLIDE STOP

end of pin of slide stop (on right of

receiver) inward and through receiver 4 =

to disengage slide stop from slide. REMOING SLIDE STOP
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4. (A & B) Lift out slide stop. {(See Figure 6)
5. (A & B) Push slide forward off the receiver.

CAUTION: THE SPRINGS ARE STRONG AND COULD FLY OUT AND
INJURE OR EVEN BLIND SOMEBODY if they are not handled with care.

6. {A) With muzzle pointing upward, RECOIL SPRING  BARFEL
PLUG BUSHING

press down on recoil spring plug
(located just below muzzle) and at
same time rotate barrel bushing
clockwise about Y turn; this will free
plug andg recoil spring. Keep pressure
on plug to prevent it being ejected
violently by the spring, then allow plug
and spring to gradually extend out of
the slide. {See Figure 7)

7. (A) Turn barrel bushing
counterclockwise, then remove

bushing from slide. —~ T
6. (B) Take up tension of recoil FIGURE 7— 6\ ,
springs, then lift springs and recoit RELEASING RECOIL SPRING TENSION

ON GOVERNMENT MODEL 380 AUTO
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spring guide up and out of the slide, (See Figure 8)
7. {B) Separate two springs, guide and washer.
8. {A & B) Remove barrel through rear of slide.

IMPORTANT: Do not strip your pistol further than previously described. if
additional maintenance is required, see "Service and Repair” later in this
instruclion manual. RECOIL S#AING GUIDE

RECOIL SPAING

RECOIL SPRING
FLUG

BARREL BUSHING
Flgure 8-REMOVAL OF BARREL

{This is alse the position for removal
of 2 recoil springs and long recoll
spring guide from Mustang pistols)
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ASSEMBLING AFTER CLEANING

Remember

A = Government Mode! and Pocketlite.
B = Mustang, Muslang + Il and Mustang Pocketiite.

{A&B) With slide upside down assemble barrel inlo 1\, as in Figure 8.

(A only) See Figure 9A.-Place barrel bushing over end of barrel unitil it is flush
with the face of the slide, (Step 1). Then turn bushing clockwise as far as it will
go (Step 2). Assemble the reccil spring and recoil spring guide so that guide
rests against front face of barrel lug, while other end of spring sticks out through
front of slide (Step 3).

-

Flgure 9A-ASSEMBLING RECCIL SPRING (A Cnly)
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(A only) See Figure 9B. Place recoll spring plug over end of recoil spring
(Step 4} and push in until plug is level with face of slide (Step 5). Now turn
barrel bushing counter clockwise (Step 6) until it straddles the plug to hold it
secure (Step 7). At this point, the recoil spring guide is held against the barrel
lug only by force of the compressed spring-

Figure 9B-ASSEMBLING RECOIL SFAING (A Only)

(B only) Note: There is.no barrel bushing or recoil spring plug on Mustangs but
they do have (2) recoil springs and a washer on the recoil spring guide.
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See Figure 10. Assemble one recoil spring inside the other with coils in opposite
directions. Assemble the springs to the recoil spring guide only after the washer
is in place on the guide. Place the whole assembly into the slide and compress
the springs until the recoil spring guide is held in place against the front face of
the barrel lug.

WASHER  GUIDE

Flgure 10-ASSEMBLING BARREL AND RECOIL SPRING (8 ONLY)

(A&B} Put the slide and barrel assembly onto the receiver.
(A&B) With the hammer cocked run the slide onto the receiver rails.
Note: Keeping the hammer cocked wiil put less spring force on the siide for
ease of assembly.
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(A&B) See Figure 11. If the ejector is sticking up, gently push it down untii it
is just below the level of the receiver rail (Step 1). This will allow the slide to
pass over it (Step 2),

Flgure 11 — ASSEMBLING SLIDE TO RECEIVER {A&B)
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Note: The ejector will normally return to its upright position when a magazine
is installed. However, if you push the ejector down too far, it may reverse itself
against the sear spring. it will then be left sticking down into the magazine
well. If this happens, see “Rectifying a Reversed Ejector” on page 40 and do
not attempt to insert a magazine with the ejector in this position,

(A&B) As the slide moves along the receiver (Step 2) it may ride over the
disconnector, But if siide stops against the disconngctor, push it down {Step
3) and push the slide over it (Step 4).

(A&B) Keep leShing the slide along SLIDE DISASSEMBLY NOTCH
the receiver. Look through the slide iy
stop hole in the receiver until the
barrel lug hole is in line with it. Insert
the slide stop through the slide stop
hole until it is almost home. Continue
to push the slide rearward until the
disassembiy notch lines up with rear
part of the slide stop. This will allow

slide stop to be pushed fully home; ;
see Figure 12, Flgura 12 — INSTALLING SLIDE STOP
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{A&B) Exercise the slide back and forward a few times and squeeze the trigger
to dry fire lhe pistol. See Lhat it functions properly. When the slide is back and
open also lock into the ejection port to see that the firing pin is not sticking
forward and that the ejector is up in its correct position. If it is not, first make
sure it is not reversed into lhe magazine well then insert a magazine. Pull back

the slide and check the ejector again,

RECTIFYING A REVERSED EJECTOR

If you push the ejector down too far when you are assembling the pistol, the
ejector may reverse itself. It will then hang upside down inside the magazine
well. When this happens the reverse side of the tail of the ejector becomes
lodged against the sear spring to hold it in this position.

CAUTION: WITH THE EJECTOR REVERSED DO NOT ATTEMPT TO
INSTALL A MAGAZINE BECAUSE YOU COULD DAMAGE THE
EJECTOR.

A reversed ejector can be-rectified with the aid of a screw driver, Figure 13
and the description that follows.
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1. Remaove slide from receiver.

2. Remove four (4} stock screws and slock set from receiver. Be careful to
retain the small plunger behind the safety. Sometimes it can fly out as lhe stock
is removed.

3. Cock hammer, Turn pistol upside down and keep it that way.

Note: Cocking hammer should ease sear spring movement, while keeping
pistol upside down should allow ejector lo return to its proper position. See
Figure 13.

Figure 13-RECTIFYING A REVERSED EJECTCR
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4. Insert screwdriver down {hrough magazine well from base of grip. Rest tip of
screwdriver against the sear spring.

5. Use screwdriver as lever to push the sear spring away from where it bears
against the tail of the ejecior. Be careful not to louch the sear or any clher part
of the mechanism with the screwdriver.

Note: As sear spring moves out of contact with the ejector, the ejector should
fall back into ils proper position. This should happen provided you have kept the
pistol upside down and moved the sear spring out of the way of the ejector.

6. If ejector does not move, make sure you have pushed the sear spring away
from the ejector and use your finger to help the gjeclor move into its proper
posilion.

7. Remove screwdriver from magazine well and reassemble slock set taking
care to tighten all four (4) screws firmly but without over tightening.

8. Complelely reassemble pistol as described previously in this manual, and
take even greater care when pushing the ejector down this time.
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WHEN TO CLEAN

You should clean your pistol as soon after firing as possible so that the job will
be easier and there wil' be less opportunity for corrosion to start. When your
pistol has not been fired, clean it periodically; we suggest once or twice a year
in a temperate climate, or as often as once a month in a tropical climate. If you
carry a loaded pistol, UNLCAD it and clean it at least once a month. If you get
your pistol wel, clean it as soon as possible.

HOW TO CLEAN AND LUBRICATE

The following cleaning procedure may be used both periodically and after firing;
however, those items marked "*" are unnecessary for periodic cleaning.

Materials: Cleaning rod, cotton flannel patches {cut to fit snugly into the bore),
a smali toothbrush, good quality light gun oil, *gun cleaning solution, and *a
brass wire bristle bore cleaning brush.

NOTE: In freezing conditions (below 32°F or 0°C) avoid lhe use of oil for
lubrication; instead appiy dry lubricant sparingly.
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Procedure

A1 CAUTION: ENSURE THAT THE PISTOL IS NOT LOADED.

2. Strip for cleaning as previously described.

NOTE: Avoid contact between cleaning rod and muzzle as resultant wear will
reduce accuracy. To avoid damaging the muzzle always clean from breech end
forward.

3. Attach cotton flannel patch to end of cleaning rod, insert it in breech and pass
rod and patch down through barrel. Aepeat, changing patches until last patch
comes out clean.

4. Inspect barrel by looking through i; if it is clean, proceed directly 1o step 7,
but if it remains dirty, continue with step 5.

5. *(NOTE: This item shou'd be applicable only after firing). Attach brass wire
bristle brush to cleaning rod and dip brush in gun cleaning solution.

Thoroughly scrub out barrel, passing the brush all the way through before
reversing the movement. If you try to change direction with brush in barrel, the
brush will stick.

6. Repeat sleps 3 and 4 above.

7. Clean rear face of barre! and face of slide, using a smail toothbrush.

8. Lightly moisten a flannel patch with gun oil and pass it once through barrel,
leaving a thin film of oil on the inside surface. Leave this {ilm of oil on the inside
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surface if pistol is to be stered. If it is not to be stored, or if it is being removed
from storage for use, pass a dry patch through the barrel to remove as much oll
as possible especially from the chamber in the rear of barrel.

9. Check that flannel threads or brush brisiles are not sluck in any part of the
pistol. Wipe all the metal surfaces you can reach with a flannel patch lightly
moistenad with gun oil. Be sure to wipe the rails inside lhe slide and the rails on
the receiver. Wipe the barre!l on the outside surface. Wipe the barrel bushing
area. Put one small drop of oil in each of the locking grooves inside the top of
lhe slide. Put one small drop of oil on the hammer pivot pin and the sear pivot
pin. Slide movement will spread ocil 1o olher areas inside the pistol, Wipe away
any excess cil. (See NOTE on cold weather lubrication).

10. Reassemnble pistol as previously described.

11. Again wipe external surfaces with oil moistened patch 1o remove any finger
prints. (Finger moisture, if left, could start corrosion process). (See NOTE on
cold weather lubrication),

12, Remove any gun cleaning solution and cil from the stock.

CLEANING THE MAGAZINE |

It is advisable to clean the magazine(s) whenever the pistol is cleaned.

To disassemble the magazine, remove the magazine icllower and spring by
depressing them with a piece of wood {pen or pencil) about twe inches inte the
magazine and inserting a thin red {small screwdriver} through lower of the
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MAGAZINE
FOLLOWER

MAGAZINE FOLLOWER

5 MAGAZINE
A" SPRING

g

{SPRING LCQP)

THIN ARQD OR

MAGAZINE SCREWDRIVER

FIGURE 14—MAGAZINE ASSEMBLY

front two holes in the magazine body. This will hold the spring under tension.
Turn the magazine upside down and lightly tap it so that the follower falls away
from the spring; lift out the follower from the magazine body. Push down on
spring to take up the spring lension, remove the thin rod and allow the spring to
extend, then remove it completely.

Clean all three components, 1aking care to remove carbon deposits from the
lips of the magazine and the magazine follower. Wipe components with lightly
ciled cloth and reassemble.
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